UH-60 BEFORE ITO GUIDE

1. Weather Void Time – check.

2. Anti-Ice/Pitot Heat – as required.

3. Go/No-Go Fuel – check.

4. Heading/Course – set.

5. Mode Select – as required.

6. CIS Mode Select – as required.

7. Doppler/GPS – update.

8. NAVAID – tuned and identified.

9. Transponder – normal.

10. Takeoff Time – note.

UH-60 LEVEL OFF GUIDE

1. OAT – check (+4C and below).

2. Flight Instruments – as required.

3. Avionics – tuned.

4. Mode Select – as required.

5. CIS Mode Select – as required.

6. System Instruments – check.

7. Cruise Torque – note.

8. Fuel Check – initiate.

9. Parking Brakes – released.

CO-PILOT HOLDING BRIEF

1. Frequencies – check.

2. Entry Procedure – brief.

3. Outbound Heading – brief.

4. Inbound Course – brief.

CO-PILOT APPROACH BRIEF

1. Type/Name of Instrument Approach.

2. MDA or DH.

3. Final Approach Course.

4. Time to Missed Approach Point.

5. Review Missed Approach Procedure.

6. Break-out Procedures.

PRE-APPROACH CHECKS

1. Frequencies – check.

2. HIS – as required.

3. CIS – as required.

4. Landing Light – as required.

5. External Lights – as required.

6. Before Landing Check – IAW –10CL.

